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Technical Data

it

MVR (300 °C/1.2 kg) 19 cm?®/10 min; flame retardant; UL 94V-2/1.5 mm and 3.0 mm; low viscosity; UV stabilized; easy release; injection molding
- melt temperature 280 - 320 °C; available in transparent, translucent and opaque colors
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YEE M RE FEE (XH) FEE () W77 %
BE 1.20 g/lcm?® 1.20 g/cm? ISO 1183
RMBAE 4 0.64 g/lcm?® 0.64 g/lcm? ISO 60
BRE (JBHRNIEZE ) (300°C/1.2 kg) 20g/10 min 20g/10 min I1SO 1133
BALAEFURE (MVR ) (300°C/1.2 kg) 1.16in310min 19.0 cm®10min 1ISO 1133
RS

EERFHME 0.50 % 0.70 % 0.50 % 0.70 % ISO 2577

e mE 0.50 £/ 0.70 % 0.50 £/ 0.70 % ISO 2577

EERBHAME :0.0787 in (2.00 mm)° 0.70 % 0.70 % I1SO 294-4

FREhAE : 0.0787 in (2.00 mm) 5 0.65 % 0.65 % ISO 294-4
ok = 1ISO 62

HMF, 73°F (23°C) 0.30% 0.30%

1, 73°F (23°C), 50% RH 0.12% 0.12%

HUAR RS HEE (HH) HEE (1) W75 %
I fRIEE (73°F (23°C)) 348000 psi 2400 MPa 1ISO 527-2/1
HI R RL A 1SO 527-2/50

JEAR, 73°F (23°C) 9570 psi 66.0 MPa
W&, 73°F (23°C) 10200 psi 70.0 MPa
EVACIVE:!S ISO 527-2/50
JERR, 73°F (23°C) 6.0 % 6.0 %
#r3, 73°F (23°C) 130 % 130 %
FRMALEMT R R (73°F (23°C)) >50% >50% ISO 527-2/50
EHEE © (73°F (23°C)) 341000 psi 2350 MPa I1SO 178
) IvR ISO 178
73°F (23°C) 14200 psi 98.0 MPa
3.5% Ri3E, 73°F (23°C) 10700 psi 74.0 MPa
Flexural Strain at Flexural Strength 7 1ISO 178
73°F (23°C) 7.0% 7.0%
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| R iEE () BEE () Wi 75 &
BX RO hEEES ISO 179/1eA
-22°F (-30°C), B % 6.7 ft-Io/in? 14 kJ/m?
73°F (23°C), B EBHTH 31 ft-lb/in? 65 kJ/m?
WX REHROPEEE 1ISO 179/1eU
-76°F (-60°C) TR TR
-22°F (-30°C) P )
73°F (23°C) TR TR
BERHONHEE ISO 180/A
-22°F (-30°C), SE& % 5.7 ft-Io/in? 12 kJ/m?
73°F (23°C), B EBHTH 36 ft-lb/in? 75 kJ/m?
B LA TR 1ISO 6603-2
-22°F (-30°C) 47.9ftlb 65.0J
73°F (23°C) 40.6ftIb 55.0J
ZHiENE LG HIEE 1SO 6603-2
-22°F (-30°C) 1350 Ibf 6000 N
73°F (23°C) 1150 Ibf 5100N
BWE iEE () BEE (W) Wi 7 &
REEE 16800 psi 116 MPa 1ISO 2039-1
et FEE (FEH) FEE () Wi 75 &
REFBE
66 psi (0.45 MPa), KB X 280 °F 138°C 1ISO 75-2/B
264 psi (1.8 MPa), KEX 255 °F 124°C 1ISO 75-2/A
WIEHELRE 1° 291°F 144°C ISO 11357-2
#FHILEE
- 291°F 144°C 1SO 306/B50
- 293 °F 145°C 1SO 306/B120
Ball Pressure Test (277°F (136°C)) Pass Pass IEC 60695-10-2

SRR R B ISO 11359-2
R 73 ) 131°F (23 & 55°C) 3.6E-5in/in/°F 6.5E-5 cm/cm/°C
HE 73 ) 131°F (23 F 55°C) 3.6E-5in/in/°F 6.5E-5 cm/cm/°C
SRR (73°F (23°C)) 1.4 Btu-in/hr/ft2/°F 0.20 W/m/K ISO 8302
RTI Elec (0.0591 in (1.50 mm)) 257 °F 125°C UL 746
RTI Imp (0.0591 in (1.50 mm)) 239°F 115°C UL 746
RTI (0.0591 in (1.50 mm)) 257 °F 125°C UL 746
B HEE (H) MEE (1) pEEPAR S
RESEE 1.0E+16 ohm 1.0E+16 ohm IEC 60093
IREBFAER (73°F (23°C)) 1.0E+16 ohm-cm 1.0E+16 ohm-cm IEC 60093
M EBAREE (73°F (23°C), 0.0394 in (1.00 mm)) 860 V/mil 34 kV/mm IEC 60243-1
BN BEER IEC 60250
73°F (23°C), 100 Hz 3.10 3.10
73°F (23°C), 1 MHz 3.00 3.00
EHER IEC 60250
73°F (23°C), 100 Hz 5.0E-4 5.0E-4
73°F (23°C), 1 MHz 9.0E-3 9.0E-3
RERRREIER IEC 60112
RRARA 225V 225V
fRAREEB 125V 125V
AR HEME () EME () Wi 5%
UL FBRZEH UL 94
0.0295 in (0.750 mm) V-2 V-2
0.252 in (6.40 mm) V-0 V-0
WIREEL 12 30% 30 % ISO 4589-2
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AR BEME (FH) FEE () W75 %
Application of Flame from Small Burner '3 DIN 53438-1, -3
78.7 mil (2.00 mm) K1, F1 K1, F1
Burning Rate '* (< 39.4 mil (< 1.00 mm)) Passed Passed ISO 3795
Flash Ignition Temperature 896 °F 480°C ASTM D1929
Self Ignition Temperature 1022 °F 550°C ASTM D1929
HFMRE HEME (HEH) HEME (2H) Wi T
WET=R 1S 1.586 1.586 ISO 489
BEHR ISO 13468-2
39.4 mil (1000 pum) 89.0% 89.0%
78.7 mil (2000 pm) 89.0% 89.0%
118 mil (3000 pm) 88.0% 88.0%
157 mil (4000 pm) 87.0% 87.0%
ZF & (118 mil (3000 pm)) <0.80% <0.80 % ISO 14782
HRER BEME () BEME () W75 %
Electrolytical Corrosion A1 A1 IEC 60426
EH HEME (HEH) HEME (2H)
T (B4 ) BE 536 £l 608 °F 280 % 320°C
£

TR X LRSS B RHAEE R, RNRERIERNERER ; FEETUMBRELL T EHHEH.

2UL 58 UL BIEM B MEMB SIS, UL Prospector 354245 h1E Prospector

PR E SRS S BN AMLSIR TR BEFFEEMNEE, ERHNE , FAX Prospector

RERBIH XL E R MNERM B Z B XBRBTRIE, NETENEFRIIR , BHFE UL BEFER.

S —MEM  XETEMANAE.
4 Pellets

5 60x60x2 mm, 500 bar
6.0.079 in/min (2.0 mm/min)
7 2 mm/min

83 mm

93.2mm

10 10°C/min

" Cross-flow, 50% RH
ZEFA

13 Method K and F

4 US-FMVSS

BHEA
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Bayer MaterialScience - Polycarbonates
Leverkusen, Germany
BiE: +49-214-30-1
Web: http://plastics.bayer.com/

PHEE

Amco Polymers
Bi%: 800-262-6685
Web: http://www.amcopolymers.com/
4% #5[X: North America

Bay State Polymer
Bi%: 800-277-7797
Web: http://www.baystatepolymer.com/
%X North America

M. Holland Canada Company
Bi%: 905-665-1168
Web: http://www.mholland.com/
4¢3t [X: Canada

M. Holland Company
BBi%: 855-497-1403
Web: http://www.mholland.com/
8 X Mexico, United States

PolyOne Distribution

PolyOne Distribution is a global distribution company. Contact PolyOne Distribution for availability of individual products by country.

BB i%: 800-894-4266
Web: http://polyonedistribution.com/
5 [X: Global
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